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(57) Abstract: The invention relates to a 
vacuum chamber for coating items (10) in 
which a physical vapor deposition method 
(PVD) is carried out. The aim of the 
invention is to create a vacuum chamber 
of the aforementioned kind which can be 
provided with modular cathodes. For this 
purpose, the vacuum chamber is provided 
with a plurality of receiving devices in 
which a plurality of cathodes each can 
be arranged. A first receiving device (30) 
for receiving one or more cathodes (40, 
42, 44, 46) is provided substantially in the 
center of the vacuum chamber (20) and 
two additional receiving devices (32, 34) 
for receiving at least one cathode (48, 50, 
Q_0 52, 54) each are provided on the edges of 
the vacuum chamber (20) in a door-like 
manner. 

(57) Zusammenfassung: Um eine 
Vakuumkammer zum Beschichten von Ge- 
genstanden (10), in der ein physikalisches 
Abscheideverfahren (PVD) durchgefuhrt 
werden kann, modular mit Kathoden 
bestucken zu kfinnen, wird vorgeschlagen, 
eine Vielzahl von Aufhahmeeinrichtungen 
vorzusehen, in die jeweils mehrere 
Kathoden angeordnet werden konnen. 
Eine erste Aufnahmeeinrichning (30) zur 
Aufnahme von einer 
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oder mehrerer Kathoden (40, 42, 44, 46) ist im wesentlichen in der Mitte der Vakuumkammer (20) und zwei weitere Aufhahmeein- 
richtungen (32, 34) zur Aufnahme von zumindest jeweils einer Kathode (48, 50, 52, 54) sind turartig am Rand der Vakuumkammer 
(20) vorgesehen. 



